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CERTIFICATE OF SURVEY & AS-BUILT SURVEY 

REQUIREMENTS HANDOUT 
All certificate of surveys and as-builts must be completed and signed by a MN licensed and registered surveyor. 
 
The following permits require a certificate of survey and an as-built survey: 

 New Home (3 units or less) 

 New Multi-Family 

 New Non-Residential (Commercial, Industrial) 

 New Pools 

 Or other permits, as required by Staff 
 
Certificate of Survey Requirements 

☐ Legal description and address 

☐ Scale bar and north arrow 

☐ Lot dimensions and lot size 

☐ Easements as shown on plat and all other easements of record with dimensions shown and recorded 
document number 

☐ Iron monuments (both found or set) 
Elevation Data – All Elevation Data to use NAVD 88 

☐ Proposed and existing structures with dimensions shown – accessory structures, decks, porches, stairways, egress 
window wells, and cantilevers beyond foundation and/or footings 

Proposed and existing elevations for all structures and features at the following locations: 

☐ Lot corners, offset hubs, side lot lines, major swales, and high points 

☐ Finished grade at all structure corners (ex. house, garage, patio, pool apron, and etc.) 

☐ Top of foundation elevation, lowest floor elevation, and garage floor elevation 

☐ Finished grade elevations at the nearest corner of all adjacent structures on adjacent lots 

☐ Top of curb elevations at extension of property lines and center of driveway 

☐ Sidewalks, manholes, hydrants, catch basins, flared end section (FES), and other pertinent items 

☐ Top of the egress window well wall 

☐ Actual setback distances of all structures from the front, side, and rear property lines 

☐ Location of curb, curb cuts, and proposed driveway with slope and driveway width at property line and curb 

☐ Retaining walls with top and bottom wall elevations shown at intervals equal to the average height of the wall 

☐ Location of water and sewer services 

☐ Label street and railroad right-of-way 

☐ Outline location of ponds, rain gardens, infiltration basins, or other stormwater treatment practices and normal water 
level (NWL) elevation  

Natural Features 

☐ Boundary of lakes, creeks, and rivers with distance shown from ordinary high-water level (OHWL) elevation and the 
required buffer and setback shown 

☐ FEMA floodplain limits and base flood elevation 
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☐ Delineated boundary, type of wetland, and required buffer and setback shown, with the date of delineation 

☐ Location of wetland buffer signs (to be installed prior to survey) 

☐ Table and legend including all impervious surface areas and calculations for each impervious surface area, and 

indicating total square footage and percentage of all impervious surface areas (i.e. driveway = XX sq. Ft., structure 

footprints = XX sq. Ft. Sidewalk = XX sq. Ft., total impervious surface area of entire property = XX sq. Ft. And XX% of entire 

property) 

☐ Illustrate direction of proposed surface drainage with arrows and label drainage break points 

☐ Illustrate existing significant tree locations including size and species of trees with a 6” or greater DBH (diameter at 
breast height). If the project does not require a landscaping plan, include any proposed and new trees identified by 
location, species, and size.  A n  a dditional tree survey may be required if additions or changes were made to the 
approved plans. 

Erosion and Sediment Control Plan – Use a copy of the Certificate of Survey and mark the following: 

☐ Location of perimeter control devices and types (curb logs may be used temporarily when ground is frozen) 

☐ Location of stockpiles 

☐ Location of tree protection 

☐ Location of rock construction exit 

☐ Location of catch basin protection device, if applicable 

 

As-Built Survey Requirements - Upon completion of the final lot grading, the permittee shall submit to the City of Savage 
certification that the final lot grading is in compliance with the approved site grading plan. 

The certification shall be signed by a registered Minnesota land surveyor and attached to as-built survey. 
Using the original Certificate of Survey as a template, submit the As-Built Survey with the following information: 

☐ All Natural Features as required on the certificate of survey 

☐ Iron monuments (both found or set) 

☐ Show as-built elevations at the following locations: 

☐ Lot corners 

☐ Building corners 

☐ Side yard swales at the extension of building corners and high points 

☐ All Storm Catch Basins and/or Manholes rims within the lot and at adjacent street curb line 

☐ Garage slab and lowest floor at walkouts 

☐ Grade at Walkout door and 15 feet directly from it 

☐ Top of curb and sidewalk at the extension of property lines and center of driveway 

☐ Any critical drainage ways located within or in proximity of the lot (natural or man-made) 

☐ E.O.F (emergency overflow) location 

☐ Egress window well top of wall 

☐ Retaining wall top and bottom at intervals equal to average height of the wall. Label type of the wall 

☐ Actual setback distances of all structures from the front, side, and rear property lines 

☐ Outline of driveway, width at property line and curb line, and slope at center of driveway 

☐ Outline decks, porches, patio, and pools 

☐ Recalculate impervious surface area 

☐ Updated locations of all existing and added significant trees with a 6” or greater DBH (diameter at breast height). If 
an additional tree survey was required, update it with new tree information 

☐ Sign Certification of Grading (obtain the form from Engineering Dept.) 
 

Note: Final grade, tree/turf inspections will not be scheduled until the City approves an as-built survey 


